
Surveillance Systems and Hidden Cameras
See What’s Going On When You’re Not There!

Hidden Cameras, Nanny Cams, Portable Hidden Cameras, DVR Systems, Stand Alone DVRs,  
Complete Surveillance Systems, Video Recording, Professional Cameras, Dome Cameras, Dummy Cameras, 

Bug and Frequency Detectors, Digital Phone and Room Recorders, GPS Trackers, LCD Video Monitors,  
Camera Accessories, and Surveillance Accessories
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These everyday items have tiny cameras hidden in them. They are easy to use and easy to install. Use these hidden cameras to protect 
your property at your home, office, your children, and your pets to give you peace of mind. Many of them are very portable, easily 
moved from room to room or place to place. Any of the DVRs we carry (pg. 20) will work with these cameras. You get the cables, 
connectors and multi power supplies (pg. 26 & 27) you need too. All of them are hand-crafted in the USA. Our wireless cameras can 
transmit up to 1000 feet - over 3 times the distance of most wireless cameras on the market. Black and white cameras feature .003 Lux 
which allows best possible images in almost complete darkness. Camera requires some ambient light (night light, television).

ALARM CLOCk HiDDen CAMeRA - Sleep peacefully with the Alarm 
Clock hidden camera. A fully functional FM/AM radio alarm clock with large 
LED display. Includes a double alarm, easy-to-see alarm indicator, sleep button 
and alarm volume control.  Full power back-up in case of electricity loss. Red 
tuning needle is fixed in place to prevent camera obstruction, but radio station can 
still be adjusted with tuning dial.

• Only wireless cameras include free 2.4 GHz receiver (a $272.00 Value)
• Black & White Cameras feature .003 LUX which allows best possible 

images in almost complete darkness. Camera requires some ambient light 
(night light, TV)

• See page 13 for the self-contained, built-in DVR version.

HC-ALARC-WC • $146.00 Wired Camera
HC-ALARC-GC • $418.00 Wireless Camera

HC-ALARC-W • $138.00 Wired Camera
HC-ALARC-G • $410.00 Wireless Camera

ColorB&W

Hidden Cameras

 Camera Specifications Black & White Color
 image Sensor 1/3” SOnY CCD 1/3” SOnY CCD
 Resolution 420 Lines 420 Lines
 Min. illumination .003 Lux .1 Lux
 Lens Type 3.7mm Wide Angle 3.7mm Wide Angle
 Power Required 12 Volts 12 Volts 

The AiR FReSHeneR HiDDen CAMeRA 
is non-functioning as an air freshener but is 
perfect as a hidden camera. The air freshener 
is powered by an 4 hour rechargeable battery 
pack, no wires or cords to plug in. Just  
set-up and go. You’ll be able to see everything 
happening in the room. Dimensions: 8.5”× 3.5”

• Only wireless cameras include free 2.4 GHz 
receiver (a $272.00 Value)  

• Black & White Cameras feature .003 LUX 
which allows best possible images in almost 
complete darkness. Camera requires some 
ambient light (night light, TV) 

• See page 6 for the self-contained, built-in 
DVR version.

B&W HC-ARWCK-G • $461.00 Wireless Camera
HC-ARWCK-GC •  $469.00 Wireless CameraColor Color

B&W

The WinD TOWeR HiDDen CAMeRA 
is ideal for most locations in your home. The 
fully-functioning space-saving fan is designed 
for quiet performance. Rotating fan/camera pans 
left and right, three speeds, child safety grills. 
It’s lightweight and easily portable. Dimensions= 
12.25” × 4.9” × 5.4”

• Only wireless cameras include free 2.4 GHz 
receiver (a $272.00 Value) 

• Black & White Cameras feature .003 LUX 
which allows best possible images in almost 
complete darkness. Camera requires some 
ambient light (night light, TV) 

• See page 13 for the self-contained, built-in 
DVR version.

HC-WNDTN-G • $427.00 Wireless Camera
HC-WNDTN-GC • $435.00 Wireless Camera
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WALL CLOCk HiDDen CAMeRA  - It’s time to know what’s going on when you’re not there. Do 
this with a standard quartz Wall Clock Hidden Camera. Diameter measures 11 ¼”. Just hang it up on a 
wall, plug it in and go.

• Only wireless cameras include free 2.4 GHz receiver (a $272.00 Value)
• Black & White Cameras feature .003 LUX which allows best possible images in almost complete 

darkness. Camera requires some ambient light (night light, TV)
• See page 13 for the self-contained, built-in DVR version.

HC-WALLC1-W • $105.00 Wired Camera
HC-WALLC1-G • $348.00 Wireless Camera

HC-WALLC1-WC • $113.00 Wired Camera
HC-WALLC1-GC • $362.00 Wireless Camera

B&W

Color

The eXiT Sign HiDDen CAMeRA adds security to safety. Durable, safe for cool or hot 
conditions. Universal, easy snap fit installation. Exit Sign is fully functional it comes with a pig 
tail to be hard wired or you can attach a 2 prong plug to plug into a wall outlet. AC only, 120V AC.  
12” × 7½”× 1¾” 

• Only wireless cameras include free 2.4 GHz receiver (a $272.00 Value)
• Black & White Cameras feature .003 LUX which allows best possible images in almost complete 

darkness. Camera requires some ambient light (night light, TV)
• See page 13 for the self-contained, built-in DVR version.

ColorB&W HC-EXITS-W • $120.00 Wired Camera
HC-EXITS-G • $406.00 Wireless Camera

HC-EXITS-WC • $129.00 Wired Camera
HC-EXITS-GC • $415.00 Wireless Camera

 Camera Specifications Black & White Color
 image Sensor 1/3” SOnY CCD 1/3” SOnY CCD
 Resolution 420 Lines 420 Lines
 Min. illumination .003 Lux .1 Lux
 Lens Type 3.7mm Wide Angle 3.7mm Wide Angle
 Power Required 12 Volts 12 Volts 

B&W ColorHC-MOTIOD-W • $61.00 Wired Camera
HC-MOTIOD-G • $348.00 Wireless Camera

HC-MOTIOD-WC • $76.00 Wired Camera
HC-MOTIOD-GC • $362.00 Wireless Camera

The MOTiOn DeTeCTOR HiDDen CAMeRA  can be used in many locations. It is common to find Motion Detectors 
in places like homes and businesses but most people would not think one contains a hidden camera. Ideal because of it’s small 
size. Includes rotating base mount and installs easily using wall screws. Does not function as Motion Detector. 12V power supply. 
Dimensions -  2.75” × 2” × 4.5”

• Only wireless cameras include free 2.4 GHz receiver (a $272.00 Value)
• Black & White Cameras feature .003 LUX which allows best possible images in almost complete darkness. Camera requires 

some ambient light (night light, TV)
• See page 10 for the self-contained, built-in DVR version. 

B&W ColorHC-BMBOX-W • $183.00 Wired Camera
HC-BMBOX-G • $455.00 Wireless Camera

HC-BMBOX-WC • $191.00 Wired Color Camera
HC-BMBOX-GC • $463.00 Wireless Camera

BOOM BOX HiDDen CAMeRA  - Fully-functional and portable it comes with AM/FM 
radio, CD/CD-R/RW playback, headphone jack. 2 Way Power: AC/DC or 8 C batteries (batteries 
only power boom box and are not included). CD player is fully programmable with options for 
repeat and random play. Dimensions= 14.5” × 9” × 5”

• Only wireless cameras include free 2.4 GHz receiver (a $272.00 Value) 
• Black & White Cameras feature .003 LUX which allows best possible images in almost complete 

darkness. Camera requires some ambient light (night light, TV)
• See page 13 for the self-contained, built-in DVR version.
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B&W

The DOWn-VieW SMOke DeTeCTOR HiDDen CAMeRA  works best when mounted to the ceiling, 
therefore it can be installed in various locations such as over a cash register or stock room receiving doors. Powered 
by included 12V power supply.  The smoke detector is non-functioning and should not be used as a safety device.

• Only wireless cameras include free 2.4 GHz receiver (a $272.00 Value)
• Black & White Cameras feature .003 LUX which allows best possible images in almost complete darkness. Camera 

requires some ambient light (night light, TV)
• See page 11 for the self-contained, built-in DVR version.

Color

HC-DNVSM-W • $122.00 Wired Camera
HC-DNVSM-G • $394.00 Wireless Camera

HC-DNVSM-WC • $131.00 Wired Camera
HC-DNVSM-GC • $403.00 Wireless Camera

B&W

The eMeRgenCY LigHT HiDDen CAMeRA  gives you safety and security. Emergency lights 
last up to 1 ½ hours during a power outage. Hang it in a hallway, basement or any place you like. Includes 6 
Volt rechargeable battery (will only power light in power outage - not camera), high impact durable housing, 
test switch and LED charge indicator. Wireless units must be hard wired into building’s electrical circuit. 
Dimensions= 16” × 5”

• Only wireless cameras include free 2.4 GHz receiver (a $272.00 Value)
• Black & White Cameras feature .003 LUX which allows best possible images in almost complete darkness. 

Camera requires some ambient light (night light, TV)
• See page 13 for the self-contained, built-in DVR version.

ColorHC-EMGLT-W • $212.00 Wired Camera
HC-EMGLT-G • $484.00 Wireless Camera

HC-EMGLT-WC • $220.00 Wired Camera
HC-EMGLT-GC • $492.00 Wireless Camera

 Camera Specifications Black & White Color
 image Sensor 1/3” SOnY CCD 1/3” SOnY CCD
 Resolution 420 Lines 420 Lines
 Min. illumination .003 Lux .1 Lux
 Lens Type 3.7mm Wide Angle 3.7mm Wide Angle
 Power Required 12 Volts 12 Volts 

B&W

The DeSkTOP COMPUTeR SPeAkeRS HiDDen CAMeRA would go unseen and unsuspected by a 
cheating spouse or computer snoop. The fully functional 2 piece speaker system works with your PC, iPod, MP3, CD 
and DVD players. Includes easy power and volume controls with headphone jack.

• Only wireless cameras include free 2.4 GHz receiver (a $272.00 Value)
• Black & White Cameras feature .003 LUX which allows best possible images in almost complete darkness. Camera 

requires some ambient light (night light, TV)

Color

HC-DSKSP-W • $127.00 Wired Camera
HC-DSKSP-G • $402.00 Wireless Camera

HC-DSKSP-WC • $135.00 Wired Camera
HC-DSKSP-GC • $410.00 Wireless Camera

Color HC-SPRNK-WC • $87.00 Wired Camera

SPRinkLeR HiDDen CAMeRA  - Keep an eye on your office, warehouse, and employees - can even be 
used to monitor your home or workshop. The hard wired sprinkler hidden camera offers the ultimate in covert 
surveillance because it can easily blend in to it’s environment. This is a down-view camera so it must be mounted 
to a ceiling using the included hardware. Power and video cables must be run to connect it to a DVR for recording.  
Dimensions= 3.25” × 2.7”   

includes: power adapter and user guide.
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B&W

The VAniTY MiRROR HiDDen CAMeRA  is watching more than make-up applications these days. The 
wireless Vanity Mirror Hidden Camera is perfect for a bedroom. Features on/off switch in the power cord which 
powers the camera on or off and a two-sided mirror with normal and 5X magnification. Dimensions: 11.5” Tall, 
mirror has a 6” diameter 

• Only wireless cameras include free 2.4 GHz receiver (a $272.00 Value)
• Black & White Cameras feature .003 LUX which allows best possible images in almost complete darkness. Camera 

requires some ambient light (night light, TV)

HC-VNTMR-G • $463.00 Wireless Camera

HC-VNTMR-GC • $471.00 Wireless CameraColor

Mirror, mirror on the wall, catch that burglar once and for all. The MiRROR 
HiDDen CAMeRA comes in a natural wood finish frame or a black frame. Includes 
an 8 hour battery pack. Dimensions: 15”× 12” × 2¾”

• Only wireless cameras include free 2.4 GHz receiver (a $272.00 Value)
• Black & White Cameras feature .003 LUX which allows best possible images in almost 

complete darkness. Camera requires some ambient light (night light, TV)
• See page 11 for the self-contained, built-in DVR version.

Color

B&W HC-MIRRO-G • $541.00 Wood Frame Wireless Camera
HC-MIRBK-G • $541.00 Black Frame Wireless Camera

HC-MIRRO-GC • $526.00 Wood Frame Wireless Camera
HC-MIRBK-GC • $526.00 Black Frame Wireless Camera

 Camera Specifications Black & White Color
 image Sensor 1/3” SOnY CCD 1/3” SOnY CCD
 Resolution 420 Lines 420 Lines
 Min. illumination .003 Lux .1 Lux
 Lens Type 3.7mm Wide Angle 3.7mm Wide Angle
 Power Required 12 Volts 12 Volts 

B&W

The THeRMOSTAT HiDDen CAMeRA  is the last thing someone would suspect to be a hidden 
camera. It also functions as a thermostat, too! Includes 6 ft power supply.

• Black & White Cameras feature .003 LUX which allows best possible images in almost complete darkness. 
Camera requires some ambient light (night light, TV)

Color

HC-THMST-W • $155.00 Wired Camera

HC-THMST-WC • $163.00 Wired Camera

Color

HC-ELCBX-G • $451.00 Wireless Camera

HC-ELCBX-GC • $459.00 Wireless Camera

eLeCTRiCAL BOX HiDDen CAMeRA  - Just mount to a building or pole and you’re ready to start 
monitoring. Its weatherproof so its perfect for monitoring the outside of your property. Powered by a 12V power 
supply that is included.  Dimensions= 4” × 4” × 2½”.

• Only wireless cameras include free 2.4 GHz receiver (a $272.00 Value)
• Black & White Cameras feature .003 LUX which allows best possible images in almost complete darkness. Camera 

requires some ambient light (night light, TV)
• See page 7 for the self-contained, built-in DVR version.

B&W
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HC-ALARC-WF • $553.00 Alarm Clock Radio Wi-Fi Hidden Camera

HC-DNVSM-WF • $492.00 Smoke Detector Wi-Fi Hidden Camera

Wi-Fi ALARM CLOCk RADiO COVeRT CAMeRA WiTH 2-WAY TALk BACk AUDiO - Our 
new Projector Alarm Clock Radio hidden camera and Wi-Fi transmitter is the perfect answer to any of your hidden 
camera or baby monitoring needs.  This cutting edge spy camera features the very latest built-in Wi-Fi transmitting 
technology, allowing you to transmit the cameras video through your existing Internet connection for remote Internet 
viewing or recording from virtually anywhere on the globe!

Features: Fully functional Wi-Fi Alarm Clock Radio, High-resolution security to remotely view video with Wi-Fi 
connection.

Specifications: COLOR 1/3” CCD 480 TV Line High Resolution, Sends Live Video and Audio wirelessly by Wi-Fi 
/ Ethernet, H.264 Algorithm hardware compression, Easy Recording setup by Internet, Super Low Lux Night Vision 
0.001 Lux, Wide Angle 2.5 mm Mini Lens

SMOke DeTeCTOR HiDDen CAMeRA WiTH BUiLT-in Wi-Fi - No one will suspect that this 
ordinary and fully functional smoke detector doubles as a hidden camera and a smoke detector.  With no tell tale 
wires or visible lights, this ordinary looking smoke detector has no giveaway signs that it’s really a full color CCD 
Hidden Camera. Wi-Fi capabilities let you easily view surveillance footage online in real-time. Capture professional 
grade security video, perfect for anybody hoping to catch criminals, vandals, or simply keep an eye on their assets 
and property. 

Features: Fully functional smoke detector with audible smoke alarm, doubles as high resolution security camera to 
remotely view video with Wi-Fi connection.

Specifications: Functions in Low Light .1 LUX for recording in the dark, Color SONY CCD Camera, H.264 Wi-Fi 
IP - Remotely View Your Surveillance Video Online.

ATTENTION: Our Wi-Fi hidden cameras are only compatible with Windows XP, Vista, and Windows 7. A moderate level of computer networking 
knowledge is required to set-up the Internet networking option. When purchasing this product consider all computer networks are different and 
we only provide support for basic networking setup. Please contact your network administrator or network consultant to properly set-up the 
networking option in your unique situation.

Hidden Cameras with Internal DVRs

HC-ARWCK-DVR • $438.00 Air Freshener Hidden Camera with Built-in DVR

AiR FReSHeneR HiDDen CAMeRA - No one will ever be able to tell this air freshener conceals a hidden color camera and 
mini DVR with an SD card to record what the camera sees. The air freshener is powered by a 10 hour rechargeable battery pack, no wires or 
cords to plug in. The battery can be easily swapped out with a fully charged battery. Extra batteries sold separately (pg.27). The battery 
also has an on/off switch to save power consumption when camera is not in use. You’ll be able to see everything happening in the room. 

This hidden camera features motion-activated recording that starts as soon as motion is detected. With motion-activation, you won’t have 
to fast forward through hours of uneventful recording. Also has Motion Detection Area Masking. For example, if you have a dog or cat and 
don’t want it to set off the motion detector, you can mask the lower quarter of the field of vision so it does not detect motion.

You can view your recordings by using the included RCA cable to connect to your TV. You can insert the SD card into your computer for 
easy viewing. FREE 8GB SD-CARD Included.

Does NOT function as an air freshener.

Features: Motion activated and scheduled recording, Motion Detection Area Masking, Time and date stamp, Remote Control 
operation, MPEG4 file format, Composite video out Color Camera 

DVR Specifications: System: NTSC, Storage Media: 8GB SD Card included, Frame Rate: 30 fps at 320x240 or 12 fps at 640x480, Codec: MPEG4-SP ASF

Camera Specifications: Image Sensor: 1/3” Sony CCD, Resolution: 420 Lines, Min. Illumination: .1 Lux (Color), Lens: 3.7mm Wide Angle, Power Required: 
12V Battery and Charger Included
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HC-WATCH • $51.00 Watch Hidden Camera with Built-in DVR & Audio

The WATCH HiDDen CAMeRA  is a state-of-the-art complete surveillance system. This fully functional 
DVR wristwatch contains the latest in miniaturized video technology. Perfect for covert evidence collection, hidden 
investigations or surveillance assignments. When you are ready to view the video or recharge the built-in lithium 
battery, simply plug the watch into your computer’s USB port. No additional software required to view video, Supports 
98/98SE/2000/XP/VISTA/Win 7. The battery will last up to 2 hours on a single charge.

Features: Fully functional all-in-one body worn surveillance system with color camera & microphone, time & date 
stamp, NOT water resistant.

Specifications: Image sensor= 1/6” color CMOS, 300,000 pixels, Audio, View Angle: 50°, USB 2.0, Built-in Flash 4 
GB, Video File Size about 6-8 MB per minute (depending on audio), Recording Mode: Continuous recording, Photo 
formats= JPG, Photo resolution = 720 × 480 pixels, Video formats= AVI, Image resolution= 1280 × 960 pixels, Video 
Recording Speed= 15 fps, Battery Type= built-in Rechargeable Lithium-ion 4.2 V, Battery Capacity= 270 mAH, Working 
Current= 200 mA, Battery Support time= about 1 hour, Adaptor Type= USB adaptor charging cable, Charging time= 2-3 
hours, Weight: 220g

HC-STICK • $43.00 Stick Hidden Camera with Built-in DVR & Audio

STiCk HiDDen CAMeRA - This all-in-one video and audio recorder is perfect for capturing surveillance video 
and still shoots on the fly. The pocket clip allows for hands free recording; just turn it on and go. There is no additional 
software needed to view video on your computer. Supports Windows 98/98SE/2000/XP/VISTA OS/ Linux; auto-
identifies the operating system and install related drivers itself, no need to manually install (except Windows 98). The 
battery will last up to 2 hours on a single charge.

Features: Pocket clip, built-in 2 GB of memory, AVI video format (352 × 288), instruction manual, records audio and 
video, time/date stamp overlay, captures still snapshots, no additional software needed, micro SD card slot will support 
up to 8 GB.  

Specifications: Image Sensor= 1/6” Color  CMOS, Resolution = 352 × 288, Video Format= AVI, Resolution= 300,000 
Pixels, View Angle= 50°, Power Supply= Rechargeable Lithium Battery, Dimensions= 2⅞” × ¾“ × ½”

HC-ELCBX-DVR • $445.00 Electrical Box Color Camera with Built-in DVR 

eLeCTRiCAL BOX HiDDen COLOR CAMeRA DVR - No one will ever be able to detect this color 
weatherproof hidden camera disguised as an ordinary looking Electrical box. The built in DVR and rechargeable 
Li-ion batteries let you record without the need for external power or recording device. The battery life for this 
system is up to 10 hours. The battery can be easily swapped out with a fully charged battery. Extra batteries sold 
separately (pg.27). The battery also has an on/off switch to save power consumption when camera is not in use. The 
weatherproof design allows you to install the camera anywhere indoors or outdoors. 

This hidden camera features motion-activated recording that starts as soon as motion is detected. With motion-
activation, you won’t have to fast forward through hours of uneventful footage. Also has Detection Area 
Masking; which means if you have a dog and don’t want it to set off the motion detector, you can mask the 
lower quarter of the field of vision so its presence doesn’t set it off. You can view your recordings by using the 
included RCA cable to connect to your TV. You can insert the SD card into your computer for easy viewing.  
 

FREE 8GB SD-CARD Included. 

Features: Motion activated and scheduled recording, Motion Detection Area Masking, Time and date stamp, Remote Control operation, MPEG4 file format, 
Composite video out   

DVR Specifications: System: NTSC/PAL, Storage Media: SD Card, Frame Rate: 30 fps at 320x240 or 12 fps at 640x480, Codec: MPEG4-SP ASF, Power 
Required: 12V rechargeable battery 

Color Camera Specifications: Image Sensor: 1/3” CCD, Resolution: 420 Lines, Min. Illumination: .1 Lux, Lens: 3.7mm Wide Angle, 92º FOV

DVR Record Time:
Resolution Frame Rate     High  Med  Low
 640×480 12 fps   8 hrs 48 hrs   72 hrs
 320×240 30 fps 16 hrs 96 hrs 144 hrs
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HC-ALC32-DVR • $486.00 Clock Radio Color Hidden Camera with Built-in DVR

HiDDen CAMeRA CLOCk RADiO WiTH ReCORDing  - Fully Functional Alarm Clock with Time 
Projection Display & Built-In Hidden DVR Camera. No one will ever be able to detect this hidden camera disguised to 
look like a regular and fully functional clock radio. The Hidden Camera Clock Radio & DVR features motion activated 
recording that begins recording when motion is detected. With motion-activation you will never have to fast forward 
through hours of useless footage looking for the action. View Recorded Video on any PC or Monitor by easily connecting 
to your TV using a RCA cable or remove the SD card and play on your PC. See page 6 for the Wi-Fi - IP Camera
 
Features: Capture hidden camera footage, Fully functional radio and clock radio, Motion-activated recording 
captures all the action, High resolution 480 TV Line camera for clear video, No additional software needed to 
view videos on your PC, Remote control operated, Time projector displays time

includes: Alarm Clock Hidden DVR Camera, User Manual, RCA cable to connect to a TV, Remote Control, 2 
AAA Batteries, 8 GB SD Card (Supports up to 32 GB SD Card)

HC-FLPOT-DVR • $437.00 Flower Pot Color Hidden Camera with Built-in DVR

FLOWeR POT COLOR HiDDen CAMeRA - No one will ever be able to detect this color hidden camera disguised 
as an ordinary looking Flower Pot. The built in DVR and rechargeable Li-ion batteries let you record without the need for 
external power or recording device. The battery life for this system is up to 10 hours. The battery can be easily swapped out 
with a fully charged battery. Extra batteries sold separately (pg.27). The battery also has an on/off switch to save power 
consumption when camera is not in use. Place this camera on a shelf or table in your home or office and monitor all activity. 
For use with artificial flowers only. Cannot support the use of dirt and water. 

This hidden camera features motion-activated recording that starts as soon as motion is detected. With motion-activation, you 
won’t have to fast forward through hours of uneventful footage. Also has Detection Area Masking; which means if you have a 
dog and don’t want it to set off the motion detector, you can mask the lower quarter of the field of vision so its presence doesn’t 
set it off.

You can view your recordings by using the included RCA cable to connect to your TV. You can insert the included 8GB SD 
card into your computer for easy viewing. FREE 8GB SD-CARD Included.

Color Camera Specifications: Image Sensor: 1/3” CCD, Resolution: 420 Lines, Min. Illumination: .1 Lux, Lens: 3.7mm Wide Angle, 92º FOV, Power 
Required: 12V battery and charger included

Features: Motion activated and scheduled recording, Motion Detection Area Masking, Time and date stamp, Remote Control operation, MPEG4 file format, 
Composite video out 

DVR Specifications: System: NTSC/PAL, Storage Media: SD Card, Frame Rate: 30 fps at 320x240 or 12 fps at 640x480, Codec: MPEG4-SP ASF

This Pen HiDDen CAMeRA plus audio is a super small camera with a mini DVR to record all the action. It even writes like a normal pen. 
No drivers or outside power source needed. It will charge when it is plugged into the computer. Perfect camera for “body worn” applications. 
Just click it like you would any ball point pen to start recording. Can record for a full two hours on a single charge. Recordings can be later 
downloaded via high speed USB 2.0 to your PC for viewing and storing. You can even use it as a thumb drive to move files from one computer 
to another. Will hold 2 GB of files. Supports Windows 98/98SE/2000/XP/VISTA and Linux, auto identifies the operating system, installs 
related drivers, no need to manually install (except Windows 98).

Features: Ball-point pen shape with both video/audio recorder and highly sensitive microphone can record the audio clearly in the range 
of 15 feet, working ball point pen with exchangeable standard ball-point refill, suitable for any 
computer and other equipment with USB 2.0 Standard port, no need of drivers and external power 
supply.

Specifications: Image Sensor 1∕6” Color CMOS, Resolution = 352 × 288, Memory: 2 GB, Video 
Format: AVI, Pixels = 300,000, View Angle = 50°

HC-PEN • $34.00 Portable Pen Hidden Color Camera with Built-in DVR & Audio
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WALL CLOCk HiDDen CAMeRA - This new designer clock is a completely self contained 
hidden camera, it has a built-in motion activated DVR, 1/3” SONY CCD camera image sensor for 
clear video. Best of all it also supports up to a 32 GB SD card allowing for days of recording. 
Combine this with its motion activation feature and you’re sure to only capture actual events, 
eliminating the possibility of sifting through hours of empty room footage.

Features: Functional wall clock, Memory full overwrite feature allows for continuous recording 
with no need to swap out SD cards, SONY CCD camera, Remote control operation, Motion 
detection, Resolution: 520 TV Lines, Recording  time: 64 hours before filling up a 8GB SD card, 
Lux rating: 0.1 LUX, Diameter: 13”, Power supply: DVR: 12V AC, Clock: 1 AA Battery

includes: Wall Clock, Remote control, Instruction Booklet, 2 AAA Batteries for remote control, 8 
GB SD Card (Supports up to 32 GB SD Card)

HC-WALLC5-DVR • $486.00 Wall Clock Hidden Camera with Built-in DVR 

FLASH DRiVe COLOR CAMeRA - This unique color camera can record 1280x960 
resolution video for about 2 hours on its built in battery. Unlike most of our other body worn 
cameras, this USB flash drive camera will also record while plugged into a computer! 

Just pop the drive into any computer and you won’t have to worry about battery life! The USB drive 
camera can be used to record HD video on motion activation, take covert snapshots, or function 
as a regular flash drive. This product also features a date/time stamp to know exactly when events 
occurred. This camera features a silent notification by vibration alert when powered on/off, when 

recording is started or stopped. Which makes this one of the most covert cameras on the market. Sometimes when you’re trying to get video in a sensitive 
situation, it’s really important to have the right hidden camera. A USB flash drive is something that’s used every day by office workers, people at home, and 
really in any situation where computers are used. In other words, you can use it almost anywhere, anytime without arousing suspicion. Common uses include 
personal protection, evidence of workplace harassment, secret shopping, and undercover investigations. 

Just load a micro SD card into the slot above the USB attachment and use the easy 3 button configuration to set the device to record. You can also set to record 
based on motion activation, and even have it plugged into a computer so you don’t have to worry about battery life! To view your recorded video you have 
two options. You can simply plug the USB drive into your computer or take the micro SD card out and plug it into a card reader. Then just double click on the 
file you want to watch. It’s that easy! This product includes a USB extension cable and instruction manual.

Camera Resolution: Color Camera, 720*480 Video (AVI), 1600*1200 Images (JPG), Battery lifespan: About 120 minutes, Battery Capacity: 300mAh, 
Charging Voltage: DC-5V, Battery Type: High Capacity, Polymer Lithium, 1.3-megapixel, Weight: 120g, Function: Photo/Video/Motion Detection Video, 
4GB SD card

HC-FDCAM-DVR • $36.00 Flash Drive Color Camera with Built-in DVR 

HC-DASHC-DVR • $110.00 Car Dash Camera with Built-in DVR

The Mini DVR HigH DeFiniTiOn CAR DASH CAMeRA works great as an Accident Recorder, 
Evidence Collector, and Criminal Catching Device. With the multi-purpose bracket, its usefulness can be 
more widespread; suitable for meetings, recordings, monitoring, outdoor scene photography, evidence 
collection photographing, and car surveillance.

Features: Advanced voice, video recording, and playback; User-friendly design, Very Portable,  2” LCD 
screen to view footage right from the device, hooks up to a computer for easy footage download. 

Specifications: Pixel= 8.0 Mega pixels CMOS, Angle of view= 72°, Min. illumination= 1 Lux, Continuous 
video recording time= 4.5 hours, Voice control standby time >100 hours, Memory Card= 8 GB SD (supports 
up to 32 GB), Video recording form= AVI, Resolution= 640 × 480@ 30 fps, USB connection= Mini5Pin USB 
1.1/2.0, Memory= 1 GB 35 minutes, Charging Time~ 3 hours 

includes: Hi-Definition Camera, Manual, Mounting Bracket, Cigarette Lighter Charger, AV Cable, SD Card 
8 GB.
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CAR keY HiDDen CAMeRA  - Looks just like a remote car key but is really a hidden camera with audio 
and a built-in mini DVR. No drivers or outside power source needed. It will charge when it is plugged into your 
computer with the included USB cord. It holds 8 GB of footage which you can watch on practically any media 
software that supports AVI files. This is over 3 hours of recorded material before you need to delete or download. 
Just view on your computer. The battery will last up to 2 hours on a single charge.

Specifications: Video format = AVI, Video Resolution = 640 × 480, Camera Resolution = 1280 × 960, Battery = 
280 mAh 3.7V, 29 Frames Per Second (fps), Dimensions = 2” × 1¼” × ⅜” 

includes: Car Key DVR, USB Cord for recharging and transferring video/photos, User manual, Gift Box

HC-CARKY • $43.00 Car Key Hidden Color Camera with Built-in DVR & Audio

HC-HOOK-DVR • $47.00 Clothes Hook Hidden Color Camera with Built-in DVR

CLOTHeS HOOk HiDDen COLOR CAMeRA DVR - This Clothes Hook hidden camera DVR recorder has 
720*480 resolution to enhance its recorder function. The exclusive design and the most advanced recording technology 
make it the most convenient recorder in the world. The hidden design lets you to put it in an office, home, or any room. 
The Motion-Activated Video Recording feature will record when movement is detected saving on hours of blank video. 
This motion activated hidden camera can be applied to almost any situation. The built-in lithium battery provides power 
for up to 2 hours on a single charge. 

Specifications: Support 30 fps recording at 720*480 resolution, Support USB1.1, Support 16GB Micro SD card. 
(Maximum), Built-in lithium battery which can operate for up to 2 hours, Motion activated recording

Package include: 1 x Clothes Hook camera, 1 x USB cable, 2 x Double sided tape for mounting, 2 x Screws for 
mounting bracket, 1 x 8GB Micro SD card

HC-EARCM-DVR • $63.00 Earpiece Color Camera with Built-in DVR

eARPieCe CAMeRA DVR  - Our latest hidden camera blends in perfectly with today’s on the go technology. 
Looking just like a bluetooth earpiece that you see everyone using these days, no one will know that you’re discreetly 
taking color video recordings of everything! This unit is simple to use yet features several recording modes to perfectly 
suit your needs.

Specifications: Video resolution: 640 x 480, Still image resolution: 1280 x 1024, Battery type: Internal rechargeable 
li-ion, Storage: Internal 4GB, Video Format: AVI, Support System: Windows98/ME/2000/XP/2003/Vista; Linux, Battery 
lifespan: 1 hour, Charging Voltage: DC-5V, Battery Type: High Capacity Polymer Lithium, 1.3-megapixel

Features: Records color video and audio, Can record audio only, Capable of taking still images, Looks just like a 
Bluetooth earpiece. 

HC-PIRMD-DVR • $393.00 PIR Motion Detector Hidden Color Camera with Built-in DVR

The PiR MOTiOn DeTeCTOR HiDDen CAMeRA  with built-in DVR is the best on the market. It doesn’t just 
look like an alarm system’s motion detector but functions as one too! It has an alarm output so you can connect it right to 
your alarm system, and use it as an alarm sensor as well as a hidden camera. Furthermore, its motion detector activates 
the camera too; recording only when something passes, sparing you from watching hours of uneventful footage. Footage 
records directly to an 8 GB SD card (included).

Specifications: Lens 1/3 SONY Color CCD Camera, Picture Elements: EIA/NTSC: 512 × 492, Resolution: 420 TV 
Lines, Minimum Illumination: 0.1 Lux, Function: Alarm Output, Lens: 3.7 mm Pinhole Lens, 640 × 480 video recording, 
Capture hidden camera video footage in extreme low light situations, 420 vl 0.1 lux super high quality SONY CCD 
image sensor, Supports up to 32 GB SD (max)

includes: Motion Detector with DVR, Remote control, 12V power adaptor, User Manual, Bracket and Screws, Batteries 
for Remote Control, 8 GB SD Card



11

HC-DNVSM-DVR • $472.00 Smoke Detector Hidden Camera with Built-in DVR

SMOke DeTeCTOR DVR HiDDen CAMeRA - Every house, apartment and business should have 
a smoke detector (or two). The Hidden Camera Smoke Detector/DVR Combination is a perfect solution for 
covert video surveillance. No wires to run, or tricky transmitters to deal with; just high-quality all-inclusive 
recording. Monitor cash registers, record office personnel, or monitor who comes and goes through the door. 
Mounts on ceilings or walls in minutes and can be moved to different locations quickly and easily. See page 7 
for the Wi-Fi Hidden Camera

Features: Fully Functional Smoke Detector, High Quality Color 1/3” SONY CCD Camera, SD Card Memory 
Support 8 GB SD card included (supports up to 32 GB SD card), Remote Control for “one touch” operation, 
Motion Activation, No Additional Software Required, Video Resolution: 520 TV Lines, Minimal Illumination: 
0.1 LUX (Low Light), Power Supply: DC 12V, Requires AC Connection - Adapter Included

includes: Smoke Detector, User Manual, 8 GB SD Card, Remote Control, 2 AAA batteries, RCA Cable for 
testing.

HC-SPLLG-DVR • $194.00 Large Spot Light Hidden Camera with Built-in DVR
HC-SPLSM-DVR • $186.00 Small Spot Light Hidden Camera with Built-in DVR

These weatherproof LED SPOT LigHT COLOR HiDDen CAMeRAS  have built-in DVRs and are perfect for outdoor applications. They 
use a 2.0 mega pixel color digital camera to capture time and date stamped video 
when motion is detected. When motion is detected at night the powerful 80 LED 
spotlight automatically turns on. Holds an 8 GB micro SD Card (included) holding 
~5 hours of video footage. The spot light camera comes in both large and small sizes.
 

Features: Motion Activated Camera/Security light, 
Auto Lighting and motion detection, Auto overwrite 
when the memory is full, 24 hour Standby. 

Specifications: Image sensor= 2.0 mega pixel color, 
Memory= Support Max 32 GB SD Card, Digital 
Video Capture - 640 × 480 pixel, View Angle = 120°, 
USB 2.0 and USB 1.1 compatible, Detection= PIR 
Auto-detection-Auto light on, Recording Mode 10 
second AVI video capture, Video Record Speed= 
15 fps,  AVI, Image resolution 640 × 480 pixels, 
DC 5 V/1A, View range 90 feet for HC-SPLLG-
DVR and View range 80 feet for HC-SPLSM-DVR, 
Dimensions= 6.9” × 5.1” × 4.7” for HC-SPLLG-
DVR and 6.9” × 4.9” × 3.25” for HC-SPLSM-DVR

HC-MIRRO-DVR • $536.00 Wood Frame Mirror Hidden Camera with Built-in DVR

MiRROR HiDDen CAMeRA DVR - No one will ever be able to detect this color hidden camera disguised as 
an ordinary looking mirror. This mirror camera comes with a 12V battery and charger so no external wires are needed 
to record.  The battery life for this system is up to 10 hours. The battery can be easily swapped out with a fully charged 
battery. Extra batteries sold separately (pg.27). The battery also has an on/off switch to save power consumption when 
camera is not in use. 

This hidden camera comes in a natural wood finish frame or a black frame, it features motion-activated recording that 
starts as soon as motion is detected. With motion-activation, you won’t have to fast forward through hours of uneventful 
footage. Also has Detection Area Masking; which means if you have a dog and don’t want 
it to set off the motion detector, you can mask the lower quarter of the field of vision so its 
presence doesn’t set it off.

You can view your recordings by using the included RCA cable to connect to your TV or computer or insert the SD card into your 
computer. FREE 8GB SD-CARD Included.

Color Camera Specifications: Image Sensor: 1/3” CCD, Resolution: 420 Lines, Min. Illumination: .1 Lux, Lens: 3.7mm Wide 
Angle, 92º FOV, Power Required: 12V battery  and charger included

Features: Motion activated and scheduled recording, Motion Detection Area Masking, Time and date stamp, Remote Control operation, MPEG4 file format, 
Composite video out

HC-MIRBK-DVR • $536.00 Black Frame Mirror Hidden Camera with Built-in DVR
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HC-MNLCK-DVR • $467.00 Mantle Clock Color Camera with Built-in DVR

MAnTLe CLOCk COLOR HiDDen CAMeRA DVR - No one will ever be able to 
detect this color hidden camera disguised as an ordinary looking Mantle Clock. The built in DVR 
and rechargeable Li-ion batteries let you record without the need for external power or recording 
device. The battery life for this system is up to 10 hours. The battery can be easily swapped out with a 
fully charged battery. Extra batteries sold separately (pg.27). The battery also has an on/off switch 
to save power consumption when camera is not in use. Place this camera on a shelf or table in your 
home or office and monitor all activity. 

This hidden camera features motion-activated recording that starts as soon as motion is detected. 
With motion-activation, you won’t have to fast forward through hours of uneventful footage. Also 
has Detection Area Masking; which means if you have a dog and don’t want it to set off the motion 

detector, you can mask the lower quarter of the field of vision so its presence doesn’t set it off. You can view your recordings by using the included RCA cable 
to connect to your TV. You can insert the included 8GB SD card into your computer for easy viewing. FREE 8GB SD-CARD Included.

Color Camera Specifications: Image Sensor: 1/3” CCD, Resolution: 420 Lines, Min. Illumination: 0 Lux, Lens: 3.7mm Wide Angle, 92º FOV, Power 
Required: 12V battery and charger included

Features: Motion activated and scheduled recording, Motion Detection Area Masking, Time and date stamp, Remote Control operation, MPEG4 file format, 
Composite video out DVR Specifications: System: NTSC/PAL, Storage Media: SD Card, Frame Rate: 30 fps at 320x240 or 12 fps at 640x480, Codec: 
MPEG4-SP ASF
DVR Record Time:
Resolution Frame Rate     High  Med  Low
 640×480 12 fps   8 hrs 48 hrs   72 hrs
 320×240 30 fps 16 hrs 96 hrs 144 hrs

HC-ALCLK-DVR • $56.00 Mini Digital Color Alarm Clock with Built-in DVR

Mini DigiTAL COLOR ALARM CLOCk DVR - The Mini Digital Alarm Clock DVR is the ultimate 
hidden camera digital video recorder! Hide this amazing camera in plain sight since it’s cleverly disguised as a 
fully functional alarm clock. This hidden camera is perfect for secret video surveillance like keeping an eye on 
your home, checking up on employees or your kids. It has a variety of recording options including video and 
audio, audio only, still photo, motion detector and works as a web cam! 

The 2200mA lithium battery is capable of recording for up to 12 hours on a single charge. With the included 
4GB micro SD card this camera can store up to 2 hours of constant recording. In motion detection mode the 
recording is only active when movement takes place saving battery and storage space. This Alarm Clock DVR 
captures video at an impressive 640 x 480 resolution at 30 FPS in AVI format. Still pictures are captured at 
1280 x 960 resolution in JPEG format. Simply connect the clock to your computer with the included USB cable 
to upload your videos and photos. FREE 4GB SD-CARD Included.

Specifications: Color Camera Resolution: Video: 640*480, Picture: 1280*960, Pixel: 2.0 mega pixel, Video Format: AVI, Frame rate: 30FPS, Viewing Angle: 
72º, Induction Photographing: 6 meters for straight-line distance, Minimum Illumination: 1LUX, Battery lifespan: 12 hours, Battery Capacity: 2200MA, 
Battery Charge Time: up to 4 hours, Power Consumption: 130MA / 3.7V, Remote IR Distance: 15m, Scope for sound recording: 40m2, Storage Temperature: 
-20~80ºC, Working Temperature: -10~60ºC, Working Humidity: 15~85% RH, Type of Memory Card: Mini SD card, Capacity of Memory Card: 32GB Max, 
USB Interface: USB1.1/2.0

inFRAReD LeD FLASHLigHT HiDDen SPY CAMeRA  - This is an Infrared Led Flashlight Hidden 
Spy Camera. It is the perfect tool for those who want to see what secret things are going on in the dark. This item 
is great for security guards, police, hunters, and anyone with low light recording needs. The camera lens is located 
in the center of the Flashlight. It has a unique design, very easy to use, and is multi-functional. The 8 GB Micro 
SD Card ensures long time recording. The Infrared LED flashlight is small and compact so it can be concealed 
easily as well. Dimensions= 4” long 1” wide. FREE 8GB SD-CARD Included.

Features: Audio and video synchronized recording, Built-in 2.0 Mega pixels high definition digital camera, 
Video resolution= 1280 × 960, AVI format, Built-in Li-battery (800 mAh), Storage= micro SD card up to 32 GB, 

Image Sensor= 1/4 CMOS, View Angle= 70°, Video Resolution= 1280 × 960 pixels, Photo Resolution= 1600 × 1200 pixels, Recording Frame= 30 fps, Video 
working time= about 5 hours, LED /Video synchronal working time= about 3 hours, Charging time= 3 hours, working current: 30 mA

includes: IR LED Flashlight DVR, USB Cable, CD, User Manual, 8 GB Micro SD Card

HC-IRFLC-DVR • $84.00 Infrared Flashlight Hidden Camera with Built-in DVR
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All of the cameras on this page use an internal DVR that features: motion activated and scheduled recording; motion detection area 
masking; time and date stamp; high, medium and low recording options; remote control operation; and MPeg4 file format and composite 
video output.  To control the features simply plug the camera into your TV, using the included RCA cable, point and click. All cameras 
come with a FRee removable 8 gB SD Card and can support up to 32 gB SD Card for viewing on any device with an SD Card Reader. 
Recording Quality  DVR Record Time                   
(Tested w/ 8GB SD Card)
Resolution Frame Rate     High  Med  Low
 640×480 12 fps   8 hrs 48 hrs   72 hrs
 320×240 30 fps 16 hrs 96 hrs 144 hrs

eLeCTRiCAL OUTLeT 
COLOR CAMeRA WiTH 
BUiLT-in DVR - Does not 
function as an electrical outlet.
3¾” × 5”× 1¼”

ALARM CLOCk COLOR 
CAMeRA WiTH BUiLT-in 
DVR  - Alarm Clock is fully 
functional, the red tuning 
needle is fixed in place to 
prevent camera obstruction. 
Radio station can still be 
adjusted. 6” × 6”× 3½”

AiR FReSHeneR COLOR 
CAMeRA WiTH BUiLT-in DVR 
- Does not function as an Air 
Freshener. 5¼” × 6½”× 3”

WALL CLOCk COLOR 
CAMeRA WiTH BUiLT-in DVR 
- Wall Clock is fully functional. 
11¼” in diameter

BOOM BOX COLOR CAMeRA 
WiTH BUiLT-in DVR  - Boom 
Box is fully functional.  
14.5” × 9”× 5”

Hidden Cameras with Bui lt- in DVRs

Color Camera Specifications DVR Specifications
Image Sensor: ⅓’’ CCD  System: NTSC/PAL
Resolution: 420 Lines  Codec: MPEG4-SP ASF
Min. Illumination: .1 Lux  Storage  Media: SD Card
Lens: 3.7 mm Wide Angle  Power Required: 12 Volts
Power Required:12 Volts  Frame Rate: 30 fps 320×240, 12 fps 640×480

HC-ALARC-DVR • $382.00 HC-ARFSH-DVR • $382.00

TOWeR FAn COLOR CAMeRA 
WiTH BUiLT-in DVR- Fan is 
fully functional.  
12¼” × 4.9”× 5.4”

HC-WNDTN-DVR •  $396.00

HC-WALLC1-DVR • $364.00

HC-OUTLT-DVR • $365.00

HC-BMBOX-DVR • $428.00

CARBOn MOnOXiDe 
DeTeCTOR COLOR CAMeRA 
WiTH BUiLT-in DVR - Cannot 
be used to detect carbon 
monoxide. 5” × 3¼”× 2”

HC-CBNDT-DVR • $435.00

eMeRgenCY LigHT COLOR 
CAMeRA WiTH BUiLT-in 
DVR  - Emergency Light is fully 
functional. 

HC-EMGLT-DVR • $446.00

AiR PURiFieR COLOR 
CAMeRA WiTH BUiLT-in DVR 
- Air Purifier is fully functional. 
8” × 8½”× 4½”

HC-ARPUR-DVR • $385.00

eXiT Sign HiDDen COLOR 
CAMeRA WiTH BUiLT-in DVR 
- Exit Sign is fully functional 
it comes with a pig tail to be 
hard wired or you can attach a 
2 prong plug to plug into a wall 
outlet. 12” × 7½”× 1¾”
HC-EXITS-DVR • $379.00
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Frequently Asked Questions
What is a Wireless security camera? Most security cameras require two wires: one for power, and one to transmit the captured 
video to a display or recording device (TV or DVR, for example). Wireless cameras only require one wire - for power. The video is transmitted 
wirelessly via transmitter and receiver devices. A wireless camera is really a combination of the camera plus a built-in wireless transmitter to 
send the video, and a receiver to receive the video, which in turn plugs into the monitor or recorder.

For What applications should i consider ip?  IP cameras should be considered for large installation sites that already have a 
high bandwidth network installed - especially if the cameras will be spread out over a wide area. For example; Hospitals, Schools, etc.

What Features should i look For in a cctV digital Video recorder (dVr)?  All DVRs are definitely not made equal! There 
are several factors that are critical to consider when purchasing a DVR, especially when comparing price. The most important features to 
look at are the number of cameras supported, frames per second (fps), compression technology, hard drive space, network connection / 
remote viewing capability, motion detection, scheduling, and ability to save video and audio to a CD or flash drive.

using rg59 cable Vs. plug and play cable? There are two basic approaches to hooking up security cameras and digital video 
recorders (DVRs). You can use Plug and Play cable or you can use RG59 Siamese cable. Both cable types combine a cable for the video and 
a cable for the power. The advantage of plug and play cable is that it is very easy to use. The connectors for power, video and audio are all 
pre-attached. All you have to decide is what length you need (we offer 25, 50, 100, and 150 ft. models). This cable type is a good choice for 
homeowners who don’t need a cable run longer than 150 ft. The RG59 Siamese cable is more heavily shielded so it’s more durable and can 
be run longer distances (up to 1000 ft without a repeater). Its heavier shielding makes it less susceptible to interference. Florescent lighting 
in particular can interfere with camera signals. The RG59 is purchased in 500 or 1000 ft. rolls and each camera run is cut to the exact length 
needed. Since you need to cut the cable and attach the connectors, it is a little more involved to install. 

Which type oF security camera should i use? A security camera can come in many different styles including dome, bullet, 
infrared and Hidden. The security camera that will work best for your application will depend on several factors such as whether you will use 
the security cameras inside or out, during the day, night time, or both. 

Bullet style security cameras are the most popular. They can be used inside or out. These security cameras come in black and white or color 
and come with all of the required mounting hardware. The security cameras casings are weather resistant and don’t require added external 
protection. Most security cameras have a fixed 4 mm lens that allows you to see facial features out to about 35 feet and provides a 70° 
angle of view. Resolution levels for black and white security cameras are about 400 lines, any higher and the benefits are minimal. For color 
cameras, the higher the resolution the better. 

Infrared security cameras are also very popular as they allow an image to be seen in little or no lighting conditions. Most infrared security 
cameras are bullet style and can be used inside or out. The cameras have infrared lighting installed around the outer edge of the lens which 
allows the security camera to see in no light 25 ft or more depending on the camera model - even further with a little bit of light (like street 
lighting or an outside light.) 

Dome security cameras basically provide a different look. Also, if you have any concerns about tampering, check out our Infrared Armor 
Dome Security Camera. It will withstand a 10 lb sledgehammer blow and can be used inside or out, daytime or night time. Hidden cameras 
are very popular and can be hidden in almost any item. These cameras allow you to have the ability to capture video without anyone knowing. 
Most hidden cameras cannot be used outside and will need to be used indoors. 

can i get audio in my hidden camera? No you cannot. According to United States federal laws, audio should not be used in a 
surreptitious manner. One example of surreptitious interception is audio in a hidden camera. This includes pinhole board cameras and all 
covert or hidden cameras. Audio in a hidden camera or board camera is only available to law enforcement agencies, with the exception of 
body worn cameras. Title 18, Section 2512.

What is a Wired security camera? Wired cameras have a video cable that runs from the camera to your recording or viewing device 
such as a DVR or monitor. Wireless cameras have a built-in transmitter that sends the video signal to a receiver. The receiver connects to 
your recording or viewing device.

hoW many Wireless cameras can you haVe in one location? The new digital wireless transmitters will support up to 8 
wireless cameras in a location. 

We have a huge selection of surveillance equipment to choose from. But, if 
you ever need something we don’t stock or have a special request, just ask. 

We will do our best to get you what you need.
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Will a cordless phone interFere With Wireless cameras? A cordless phone or wireless router will not interfere with the 
wireless signal from the wireless cameras. 

hoW Far can a Wireless hidden camera transmit? The wireless cameras can transmit up to 1000 feet line of sight. 

do the receiVers Work through Walls up to tWo Feet thick? Yes, as long as there isn’t too much metal in the wall.

hoW many hours Will a dVr record? The amount of time a DVR will record is based on the size of the hard drive, the number 
of cameras recording and the frames per second. A 4 camera stand alone DVR with a 500GB hard drive will record for 5 days of constant 
recording and around 2 weeks of motion recording. A 8 camera stand alone DVR with a 500GB hard drive will record for 2.5 days of constant 
recording and around 1 week of motion recording.  A 16 camera stand alone DVR with a 1TB hard drive will record for 2.5 days of constant 
recording and around 1 week of motion recording.

What is a plug and play connection camera? It is a RCA or BNC video plug and a power plug on the camera for easy connection 
to DVR or TV. This is done by running the RCA/BNC (Aux) line into the VIDEO IN of the DVR or TV. 

do the plug and play connections require extra Wire to run the signal back to the dVr or tV? Yes, you need 
to buy the length of cable you need. We offer the CA-25, CA-50, CA-100 and CA-150. 

What is a VariFocal lens? A varifocal lens is one where the focal length of the lens can be varied. This is a fancy way of saying it is a 
zoom lens. Most varifocal lenses have, and in almost all circumstances should have, an auto iris feature.

What is a Fixed lens? A fixed focal length lens cannot zoom. The focus is fixed. A fixed focal length lens usually allows more light to pass 
through the lens at a given focal length than a varifocal, or zoom lens. This can be important in low light situations.

Surveillance Definitions

resolution - Refers to how much detail can be captured on a camera or displayed on a monitor. Cameras typically capture about 380 
horizontal lines of resolution. High resolution cameras may capture 450 lines of resolution or more. The higher the resolution, the more detail 
that can be captured in a picture. The monitors and recording devices can generally handle at least as much resolution as the cameras can 

capture.

ir - Infrared - IR LEDs are used on Day/Night cameras which allow the camera to see in the dark. 

lux - The measurement of low light needed for the camera to view and record properly.

Fps - Frames Per Second - the number of still frames (pictures) that give the illusion of motion, which appear in a single second. 30 fps is 
considered “real time”. You need at least 30 fps for each camera for real time viewing or recording with your cameras.

ntsc - National Television Standards Committee; the analog video representation standard used in the US and South America. Compared to PAL.

pal - Phase Alternating Line - the analog video representation standard used in Australia, and most of Europe and Asia. Compared to NTSC. 

motion detection  - Refers to the feature in some VCRs and DVRs to only record video if something in the image moves or changes. 
Therefore you don’t have to look through hours of taped video looking for something to happen. It also saves a lot of space on the tape or 
hard drive.

codec  - A term referring to any technology used to compress and decompress large files such as audio and video files for efficient data 
transfer.

h.264 compression  - The latest MPEG4 compression technology, released in 2003. H.264 provides excellent video compression. You 
get the same quality image as MPEG4 even at the higher resolutions like full screen D1.

digital Video recorder (dVr) - A digital video recorder is basically a computer that converts the incoming (analog) signal from the 
cameras to digital, and compresses it, and stores it. The DVR replaces the function of a multiplexor (or quad or switcher) and a security VCR. 
There are many advantages of digital video recorders over their analog counterparts.
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Whether you have a large or small area to secure, one of our DVR systems will work for you. not only will this system digitally record 
video, but if you have internet access you can see what is going on in real-time from anywhere in the world.  Available in a wired or 
wireless version complete with cameras, a DVR and all necessary cables and components. 

4 CHAnneL WiReD DigiTAL ViDeO ReCORDing 
COMPLeTe SYSTeM - This surveillance system allows you to install up 
to 4 wired cameras to digitally record all activity. This DVR has full networking 
capability and uses an embedded DVR which allows you to view live video on 
the Internet or play back recorded video.  

This complete surveillance system includes the following, plus mouse and 
remote:

(1) Stand Alone 4 channel DVR (SA-DVR-4, pg 20) 
(4) Day/Night Color Wired Cameras (BC-30WC-DN, pg 21) 
(4) 100 Ft Video Cables (CA-100, pg 26) 
(1) 19” Widescreen LCD Monitor (LCD-19, pg 27)

If you bought these items separately this system would cost you $1,183.00 
But by purchasing the complete system you only pay $1,024.00  - a savings 
of $159.00 If you would like to create your own system start with our 4 CH 
DVR and 19” monitor then choose your cameras and cables.CS-DVR4CH • $1,024.00  

4 Channel Wired Surveillance System

Multi-Channel DVR Systems

4 CHAnneL WiReLeSS DigiTAL ViDeO ReCORDing 
COMPLeTe SYSTeM - This surveillance system allows you to install up to 
4 wireless cameras to digitally record all activity. This DVR has full networking 
capability and uses an embedded DVR which allows you to view live video on the 
Internet. This 2.4 GHz  Digital Wireless 4  Channel – H.264 DVR System  has  network 
function and uses MPEG4 and H.264 compression design. Its wireless camera has 
24 IR LEDs for night vision, and its wireless DVR is designed for mixed use wired 
and wireless interface.  Has a graphical interface and supports 3G Mobile Phones 
surveillance and E-mail function. Backup file supports windows media player. 

Features: 4 Channel system 16AM/QPSK/BPSK digital modulation, 4 Channel 
Wireless or 2 Channels Wired optional H.264 DVR system with network 
function, Graphical Interface, Long recording time up to 40 days with 1 TB 
HDD @ 30 fps, Easy to Use, Camera has 24 IR LEDs for night vision, Supports 
dual coding stream, Supports network file sharing function, Supports 4 channel 
simultaneous playback, Supports 3G mobile phone surveillance and E-mail 
function, Transmission distance up to 300 feet (clear line-of-sight), Motion 

Detection, Sensor Activated, Timer, Playback Method= Normal Play, Fast Forward, Rewind, Single step

Specifications: Video Format= H.264 and MPEG4 Compression, Image Sensor= 1/3” SONY Color CCD, Minimum Illumination= 0 LUX (24 IR LEDs on 
30 feet), Lens= F 3.6 mm / 90 degree wide angle, Resolution= 420 TV Line, Video Input/Output Format= Output: 1 Ch BNC (composite), Storage Capacity= 
up to 1 TB HDD, Recording Time= Up to 20 days with 500 GB HDD at continuous recording mode @ 30 fps, Alarm Input / Output= 4 alarm inputs; 1 
alarm output, Network Interface RJ45; Ethernet Auto Detect, USB 2.0 Interface, Flash Drive, Operational Range= Up to 300 feet (clear line-of-sight), Serial 
Interface Supports 1 RS485, Software= Supports USB firmware upgrade, Voltage Input / Output= AC:110-240V input; DC:12V/5A output, Power Supply= 
DC 12V/1A (Camera); 12V DC/5A (DVR), Operating Condition= Indoor & Outdoor use (camera);  Indoor usage recommended (DVR)

includes: Built-in removable HDD rack, Manual, Remote control or USB mouse operating

If you would like to create your own system start with our 4 CH DVR and 19” monitor then choose your cameras and cables.

- 2 Year Warranty on Complete Systems -

CS-DVR4CH-GC • $1,880.00
4 Channel Wireless Surveillance System
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8 CHAnneL WiReD DigiTAL ViDeO ReCORDing 
COMPLeTe SYSTeM - This surveillance system allows you to install up 
to 8 wired cameras to digitally record all activity. This DVR has full networking 
capability and uses an embedded DVR which allows you to view live video on 
the Internet or play back recorded video.  All cameras, cables, monitor, remote 
and mouse included.

This complete surveillance system includes the following:
(1) Stand Alone 8 channel DVR (SA-DVR-8, pg 20)
(8) Day/Night Color Wired Cameras (BC-30WC-DN, pg 21)
(8) 100 foot Video Cables (CA-100, pg 26)
(1) 19” Widescreen LCD Monitor (LCD-19, pg 27)

If you bought these items separately it would cost you $1,773.00, by purchasing 
the complete system you only pay $1,565.00 - a savings of $208.00
If you would like to create your own system start with our 8 CH DVR and 19” 
monitor then choose your cameras and cables.

8 CHAnneL WiReLeSS DigiTAL ViDeO ReCORDing 
COMPLeTe SYSTeM - This surveillance system allows you to install up to 8 
cameras (4 wired and 4 wireless cameras) to digitally record all activity. This DVR 
has full networking capability and uses an embedded DVR which allows you to view 
live video on the Internet or play back recorded video.   

This complete system includes the following, plus a mouse and remote:

(1) Stand Alone 8 channel DVR. (SA-DVR-8, pg 20) 
(4) Day/Night Color Wired Cameras (BC-30WC-DN, pg 21) 
(4) Day/Night Color Wireless Cameras (BC-30GC-DN, pg 21) 
(4) 100 foot Video Cables (CA-100, pg 26) 
(4) 2.4 GHz Video Receivers (TR-2.4, pg 27) 
(1) 19” Widescreen LCD Monitor (LCD-19, pg 27) 
 
If you bought these items separately it would cost you $2,873.00, by purchasing 
the complete system you only pay $2,463.00 - a savings of $410.00. If you 
would like to create your own system start with our 8 CH DVR and 19” monitor 
then choose your cameras and cables.

CS-DVR8CH-GC • $2,463.00
8 Channel Wireless Surveillance System

CS-DVR8CH • $1,565.00
8 Channel Wired Surveillance System

16 CHAnneL WiReD DigiTAL ViDeO ReCORDing COMPLeTe SYSTeM - This surveillance system allows you to install up to 16 wired 
cameras to digitally record all activity. This DVR has full networking capability and uses an embedded DVR which allows you to view live video on the 
Internet or play back recorded video.  This mega video recording system is perfect for when you need to keep an eye on lots of different locations.  This system 
also works with smart phones including: iPhone, Blackberry, 
and Android. 

This complete system includes the following plus mouse and 
remote:

(1) Stand Alone 16 channel DVR (SA-DVR-16, pg 20) 
(16) Day/Night Color Wired Cameras (BC-30WC-DN, pg 21) 
(16) 100 foot Video Cables (CA-100, pg 26) 
(1) 19” Widescreen LCD Monitor (LCD-19, 27)

If you bought these items separately it would cost you $3,374.00. 
By purchasing the complete system you only pay $2,988.00 
- a savings of $386.00. If you would like to create your own 
system start with our 16 CH DVR and 19” monitor then 
choose your cameras and cables.

 
CS-DVR16CH • $2,988.00 16 Channel Wired System

- 2 Year Warranty on Complete Systems -

- 2 Year Warranty on Complete Systems -



18

16 CHAnneL WiReLeSS DigiTAL ViDeO ReCORDing COMPLeTe SYSTeM - This surveillance system allows you to install up to 16 
cameras (12 wired and 4 wireless cameras) to digitally record all activity. This DVR has full networking capability and uses an embedded DVR which allows 
you to view live video on the Internet or play back recorded video. This mega video recording system is perfect for when you need to keep an eye on lots of 
different locations.  This system also works with smart phones including: iPhone, Blackberry, and Android. 

This complete system includes the following plus a mouse 
and remote:

(1) Stand Alone 16 channel DVR. (SA-DVR-16, pg 20) 
(12) Day/Night Color Wired Cameras (BC-30WC-DN, pg 21) 
(4) Day/Night Color Wireless Cameras (BC-30GC-DN, pg 21) 
(12) 100 foot Video Cables (CA-100, pg 26) 
(4) 2.4 GHz Video Receivers (TR-2.4, pg 27)} 
(1) 19” Widescreen LCD Monitor (LCD-19, pg 27)

If you bought these items separately it would cost you 
$4,474.00. By purchasing the complete system you only pay 
$3,887.00  - a savings of $587.00. If you would like to create 
your own system start with our 16 CH DVR and 19” monitor 
then choose your cameras and cables.

CS-DVR16CH-GC • $3,887.00 16 Channel Wireless System

- 2 Year Warranty on Complete Systems -

CS-USB4CH • $408.00

CS-USB4CH-GC • $1,323.00

The 4 CHAnneL WiReD USB DVR SURVeiLLAnCe SYSTeM 
turns your home or office computer into a powerful, world-wide video 
surveillance system in 5 minutes or less. Now we’ve put together a complete 
wired USB DVR all-in-one surveillance package for you. 

4 Channel Wired USB DVR System includes the following:

(1) USB Digital Video Recorder (DVR-USB, pg 23) 
(4) Day/Night Color Wired Bullet Cameras (BC-30WC-DN, pg 21) 
(4) 100 foot Video Cables (CA-100, pg 26)

If you bought these items separately it would cost you $488.00. By purchasing 
the complete system you only pay $408.00 - a savings of $80.00    

The 4 CHAnneL WiReLeSS USB DVR SURVeiLLAnCe 
SYSTeM turns your home or office computer into a powerful, world-wide 
video surveillance system in 5 minutes or less. Now we’ve put together a 
complete wireless USB DVR all-in-one surveillance package for you. 

4 Channel Wireless USB DVR System includes the following:

(1) USB Digital Video Recorder (DVR-USB, pg 23) 
(4) Day/Night Color Wireless Bullet Cameras (BC-30GC-DN, pg 21) 
(4) 2.4 GHz Video Receivers (TR-2.4, pg 27)

If you bought these items separately it would cost you $1,588.00. By 
purchasing the complete system you only pay $1,323.00  - a savings of 
$265.00.
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24 DAY/nigHT inFRAReD iLLUMinATORS BULLeT CAMeRA DVR SYSTeM 
This high resolution fully weatherproof system lets you mount virtually anywhere indoors or outdoors. 
The built in DVR and rechargeable Li-ion batteries let you record without the need for external power 
or recording device. The battery life for this system is up to 12 hours and with motion activation you 
will not need to look through hours of video. This unit takes two batteries one to power the DVR and 
one to power the camera. The batteries can easily be swapped out with fully charged batteries. Extra 
batteries sold separately (pg.27). The batteries also have on/off switches to save power consumption 
when the camera and DVR are not in use. This system can be used to monitor remote locations like, 
Garden/Backyard, Constructions Sites, Club houses, Boats/RV’s, Camp sites, or as a Hunting/Trail 
cam. This camera system can be mounted to just about anything and has an adjustable camera bracket.

This color bullet camera has a high quality digital CCD chip that automatically switches from color to 
black & white in low light conditions. To enhance low light visibility it has 24 built-in high infrared 
illuminators for a range of 60 feet. With 600TVL of resolution this camera and DVR captures the 
highest quality footage.

Features: Weatherproof IR Camera and DVR, SHARP 600TVL, 24 pcs IR-LED, IR Range 60 feet, 
Built-in 3.6 mm Board Lens @ 92º Field of View, Motion activated and scheduled recording, Motion 
Detection Area Masking, Time and date stamp, Remote Control operation, MPEG4 file format, 
Composite video out 

Camera Specifications: Image Device: 1/3 SHARP, Resolution: 600 TVL, Picture Elements: PAL: 
752(H) × 582(V); NTSC: 768(H) × 494(V), Min. Illumination: 0.2 Lux /F2.0, TV System: PAL/
NTSC, Lens Furnished: 3.6 mm Board Lens, Infrared Luminary: 24 pieces 5 mm IR-LED, Illuminate 

Distance: 60 feet, Wavelength: 850 nm, Waterproofing Criterion: IP 66, Operation Temperature: -10ºC ~ +50ºC RH95% Max, Dimension: 9 ½ x 7 ½ x 8 
inches as pictured

DVR Specifications: System: NTSC/PAL, Storage Media: 8GB SD Card Included (Supports up to 32GB SD cards), Frame Rate: 30 fps at 320x240 or 12 
fps at 640x480, Codec: MPEG4-SP ASF, Power required: 12V battery and charger included

BC-30-DVR • $494.00 Bullet Camera DVR System

56 inFRAReD iLLUMinATORS BULLeT CAMeRA DVR SYSTeM - This high resolution 
fully weatherproof system lets you mount virtually anywhere indoors or outdoors. The built in DVR and 
rechargeable Li-ion batteries let you record without the need for external power or recording device. The 
battery life for this system is up to 12 hours and with motion activation so you will not need to look through 
hours of video. This unit takes two batteries one to power the DVR and one to power the camera. The 
batteries can easily be swapped out with fully charged batteries. Extra batteries sold separately (pg.27). 
The batteries also have on/off switches to save power consumption when the camera and DVR are not in 
use. This system can be used to monitor remote locations like, Garden/Backyard, Constructions Sites, Club 
houses, Boats/RV’s, Camp sites, or as a Hunting/Trail cam. This camera system can be mounted to just about 
anything and has an adjustable camera bracket.

The color bullet camera has a high quality digital CCD chip that automatically switches from color to black 
& white in low light conditions. To enhance low light visibility it has 56 built-in high infrared illuminators for 
a range of 150 feet. With 540TVL of resolution this camera and DVR captures the highest quality footage. It 
has a Varifocal 4-9mm lens that will provide a field of view from 70º-35º. With this you can zoom in closer 
to the area under surveillance. 

Features: Weatherproof IR Camera and DVR, Sony 540TVL, 56 pcs IR-LED, IR Range 150feet, Varifocal 
4-9mm Board Lens, Motion activated and scheduled recording, Motion Detection Area Masking, Time and 
date stamp, Remote Control operation, MPEG4 file format, Composite video out 

Specifications: Image Sensor: 1/3” Sony, Resolution: 540 TV Lines, Min. Illumination: 0.0 Lux (Infrared 
On), Lens: 4-9mm Wide Lens (can be adjusted from back panel), Dimension: 14 x 8 ½ x 8 inches as pictured

DVR Specifications: System: NTSC/PAL, Storage Media: 8GB SD Card Included (Supports up to 32GB SD 
cards), Frame Rate: 30 fps at 320x240 or 12 fps at 640x480, Codec: MPEG4-SP ASF, Power required: 12V 
battery and charger included

BC-61-DVR • $582.00 Day/Night Bullet Camera DVR System
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8 CHAnneL eMBeDDeD DVR - Features: Industrial durability shock resistance 
& stability, Records 8 channels simultaneously in high resolution (720×480),  New H.264 
compression (allows longer record time in same amount of space), Real time recording, 
USB backup, multi-lingual, live network playback capability, all DVR functions controllable 
through remote access, Easy to retrieve video, time and alarm information, easy to restore and 
power on in case of power failure, up to 8 wired cameras, 2 year warranty. This system also 
works with smart phones including: iPhone, Blackberry, and Android.

Specifications: Video input = 8 channel composite BNC, Video output =  Composite BNC, 
VGA output, Audio input = 2 CH RCA, Audio output = 2 CH RCA, Alarm input = 8 CH, 3 

Alarm outputs, LAN Connector = RJ45, PTZ Control = RS485, Real time 240 fps, Storage= 500 GB HDD, Power= 12V, Dimensions = 11” × 10” × 3” 

includes: IR remote control, USB Mouse, 8 Channel Embedded DVR 

4 CHAnneL eMBeDDeD DVR  - Features: H.264 Video Compression and Network 
Streaming, Multi-Lingual, USB Backup, Remote setup, monitoring, backup, alarm 
notification, remote software upgrade, multiple DVR consolidation, system configuration, 
support Windows 7, Vista, XP, and 2000, Internet Explorer/Firefox/Chrome/Safari: Remote 
monitoring, Programmable HTTP / Control / Data port, Mac OS supported for remote viewing.  
This system also works with smart phones including: iPhone, Blackberry, and Android. 

All DVR functions controllable through remote access, 4 record quality settings, a Manual/
scheduled/motion detection recording, Video Motion Detection, Video Loss Detection, 2 year 
warranty

Specifications: Video Format = H.264, Video Input = 4 CH composite BNC, Video Output = VGA & Composite BNC, Audio In = 1 CH RCA, Audio Out = 
1 CH RCA, Storage= 500 GB HDD, Resolution = 720 × 480 (NTSC), 720 × 576 (PAL), Display Rate = Real Time 120 fps, LAN Connector = RJ45, Power= 
12V, Dimensions = 8½” × 8” × 1½” 

includes: IR Remote Control, USB Mouse, 4 Channel Embedded DVR 

These Stand-Alone embedded Hard-Drives are fully self-contained with all of the necessary software already installed. A Digital 
Video Recorder (DVR) operates like a VCR yet it’s easier to use and offers more options. The DVR converts analog video (nTSC or 
PAL) to digital data, and records it on a hard drive. Using a hard drive allows users to access recorded video instantly without having 
to rewind or fast forward video tape. easily freeze-frame, fast forward or rewind without image streaking, tearing, or adjusting 
tracking. Digital video can be indexed by time/date or events, allowing users to easily search or reference past events. Access the 
features using either the front panel or from any computer. The rear panel has video and audio input/output.

SA-DVR-8 • $678.00

Stand-Alone DVRs

16 CHAnneL eMBeDDeD DVR  - Features: Industrial durability shock 
resistance & stability, Records 480 fps on all 16 channels simultaneously in 
high resolution (720×480), New H.264 compression allows longer record 
time in same amount of space, USB backup, multi-lingual, smart search and 
playback and operate network, all DVR functions controllable through remote 
access.

Streaming video for mobile phone or PDA, no apps required (iPhone, Android, & Blackberry supported) N-streaming internet/intranet remote access, DVD 
rewrite drive for burning recorded video to DVD, Easy to retrieve video, time and alarm information, easy to restore and power on in case of power failure, 
up to 16 wired cameras, includes mouse and remote control. 2 year warranty.

Specifications: Video input = 16 channel composite BNC, Video output =  HDMI, Composite BNC, VGA output, Audio input = 2 CH RCA, Audio output = 
2 CH RCA, Bidirectional Audio, Alarm input = 8 CH, 3 Alarm outputs, LAN Connector = RJ45, PTZ Control = RS485, Real Time 480 fps, Storage= 1 TB 
HDD, Power= 15V, Dimensions = 17” × 15” × 3½” 

includes: IR Remote control, Mouse, 16 Channel Embedded DVR

SA-DVR-16 • $1,439.00

SA-DVR-4 • $508.00
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The DOMe DUMMY CAMeRA WiTH 
FLASHing LeD looks just like the real 
thing. Real camera housing without the camera. 
Features a flashing LED and metal mounting 
bracket. Installs easily using stainless steel 
screws. This unit contains a flashing red LED 
light which draws extra attention to the camera, 
particularly at night. 

Specifications: Base measures 3 ⅞” across 
and the dome is 2¾” high. Operates on 2 AA 
batteries (not included).

DM-PROL • $22.00 
Professional Dummy Camera  

w/ LED

DM-DOML • $13.00 
Dome Dummy Camera  

w/Flashing LED

DM-PROFlash • $26.00
Professional Dummy Camera  

w/ LED

Dummy cameras are non-functioning security cameras that are just as effective of a deterrent as real surveillance cameras. With a 
blinking red LeD and fake power cords, they look just like real cameras.  Although dummy cameras won’t catch a criminal, studies 
have shown that just the presence of a camera can prevent crime.

The PROFeSSiOnAL DUMMY CAMeRA looks 
just like the real thing. Real camera housing without 
the camera. Features a flashing LED, real video cable, 
weatherproof aluminum housing, and fully adjustable 
metal mounting bracket. Installs easily using stainless 
steel screws. 

Specifications: 10¾” long (rain shield extends 2”) × 4” 
round. Operates on 2 AA batteries (not included).

The PROFeSSiOnAL DUMMY CAMeRA 
WiTH FLASHing LeD looks just like the 
real thing. Real camera housing without the 
real camera. Features a flashing LED, real 
video cable, weatherproof aluminum housing, 
and fully adjustable metal mounting bracket. 
Installs easily using stainless steel screws. 

Specifications: Dimensions= 10” × 4” × 4” 
(bracket 10”). Operates on one C battery (not 
included) - Will operate for approximately six 
months on one battery.

Dummy Cameras

High quality, high powered, high resolution, professional cameras give you great pictures while also being durable and capable of 
surviving the elements. Many have infrared and all are designed to function well in low-light.

BC-30WC-DN • $78.00 Wired Day/Night Professional Bullet Camera
BC-30GC-DN • $380.00 2.4 Ghz Wireless Day/Night Professional Bullet Camera

DAY/nigHT COLOR CAMeRA - This color bullet camera has a high quality digital CCD chip that 
automatically switches from color to black & white in low light conditions. To enhance low light visibility it 
has 24 built-in high infrared illuminators for a range of 60 feet. This fully weatherproof camera lets you mount 
virtually anywhere indoors or outdoors. The built in cable management bracket conceals the wire coming out 
of the cable when mounted. 

Features: Weatherproof IR Camera, SHARP 600TVL (Sharp 2365+Sharp 36B15), 24 pcs 5mm IR-LED, IR 
Range 20M, 3-Axis Bracket, Easy For Installation, Built-in 3.6 mm Board Lens

Specifications: image Device: 1/3 SHARP, Resolution: 600 TVL (Sharp 2365+Sharp 36B15), Picture 
Elements: PAL: 752(H)×582(V); NTSC: 768(H)×494(V), Min. Illumination:  0.2 Lux /F2.0, TV System: PAL/
NTSC, Lens Furnished: 3.6 mm Board Lens, Infrared Luminary: 24 pieces 5 mm IR-LED, Illuminate Distance: 
20 M, Wavelength: 850 nm, Waterproofing Criterion: IP 66, S/N Ratio: More than 48dB, Electronic Shutter: 
NTSC: 1/60~1/100,000, PAL:1/50~1/110,000, Gamma: 0.45, White Balance: Auto, Gain Control: Auto, Sync System: Internal, Video Output: 1 Vp-p / 75 
Ohms, Power Supply: DC12V±10%, Operation Temperature: -10ºC ~ +50ºC RH95% Max, Dimension: 104 x 84 x 85 mm, Weight: 750g

Professional Cameras
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HigH ReSOLUTiOn DAY/nigHT COLOR CAMeRA W/ WiDe AngLe - 650 TV LineS  
This is the highest resolution analog night vision security camera on the market.  This features the newest, state 
of the art image signal processor called SONY EFFIO-E that allows for CCTV Video resolutions much higher 
than previous technology.  This security camera has a resolution of 650 TV Lines (TVL), which is 30% higher 
than normal CCTV Cameras.

It has 72 infrared LEDs for night vision for a minimum of 150ft in complete darkness and farther if there is 
other lighting around. The lens on this camera is manually adjustable.  You can set it from 2.8mm to 12mm 
zoom length, meaning you can go set the camera to get a 130 degree wide angle view to cover a large area, or 
zoom in to 3X at a 28 degree angle of view to see objects farther away. On top of all these features, it also has 
Digital Noise Reduction (DNR).  This is yet another feature that puts this camera above other cameras in the market.  Most cameras on the market will display 
very grainy video during night time, with this camera featuring DNR; the noise is greatly reduced. This hi res security camera also has another trick - ATR 
(Adaptive Tone Reproduction) that improves visibility of the entire picture by adjusting contrast in specific areas that are too bright or too dim.

This camera also comes with an on screen display menu controlled by a small joystick located on the cord of the camera to navigate around the menu. This 
on screen display menu allows the user to adjust many camera settings and features.  As for mounting this camera, it comes with a 3 axis bracket that lets you 
mount the camera on a wall, ceiling, or flat horizontal surface like the top of a roof. The bracket also allows the cable to run through the inside of the bracket, 
which protects your camera cable from being cut.

Features: Weatherproof IR Camera, SONY Exview HAD CCD II (ICX672/3AKA), 72 pcs ₵5mm IR-LED, IR Range 50M, OSD/2D-DNR/BLC/MD/Privacy 
Masking, 3-Axis Design, easy for installation, Built-in 2.8—12mm Manual Zoom Les

Specifications: Image Device: 1/3” Exview HAD CCD II, DSP Device:Effio-E, Resolution: Color Mode: 650TVL; B/W Mode: 700TVL, Picture Elements: 
PAL: 976(H) × 582(V)    NTSC: 976(H) × 494(V), IR Led & IR Range: 72pcs ₵5 IR Led; 150 feet IR Distance, Min. Illumination: 0.001 Lux (F2.0)/ 0 Lux 
IR On, Lens Furnished: Built-in 2.8--12mm Manual Zoom Lens, TV System: PAL/NTSC, Electronic Shutter: NTSC: 1/60~1/100,000, PAL: 1/50~1/110,000, 
Gamma: 0.45, Exposure: Auto, Shutter/ AGC: Auto/Manual, White Balance: ATW / User1/User2, Backlight: OFF/ON/BLC/ HLC, Picture Adjust: Mirror/
Brightness/Contrast/Sharpness/Hue/Gain, ATR: ON/OFF, Motion Detection: OFF/ON (Detect sense/ Area Sel.), Privacy Masking: OFF/ON (4 Zone), Day/
Night: True Day and Night (Auto/ Day / Night / Ext. D&N), 2D-NR: OFF/ON (Y/C level), Camera ID: OFF/ON, Sync System: Internal, Waterproofing 
Criterion: IP 66, Video Output:1 Vp-p / 75 Ohms, Power Supply: DC12V±10%, Operation Temperature: -10°c ~ +50°c  RH95% Max, Dimension: Body: ₵83 
x 159mm With Bracket: 230(L) x 86(W) x 83(H), Weight:1600g

BC-61W • $170.00 Wired Day/Night Professional Camera Wide Lens

HigH ReSOLUTiOn DAY/nigHT COLOR CAMeRA - 540 TV LineS W/ WiDe AngLe LenS 
This Infrared day/night waterproof camera is great for short range and outdoor applications. Built with a ⅓” super 
HAD CCD pick up device and 56 IR LEDs, allow the camera to see up to 150 feet at night. Video is recorded in high 
resolution at 540 TV lines. This camera is the highest quality professional cameras we carry. 

Specifications: Image Sensor = ⅓” SONY CCD, Resolution = 540 TV Lines, Min. Illum.= 0 Lux (IR on), Infrared 
LEDs = 56, Lens= 4 mm - 9 mm (can be adjusted from back panel), DC 12V, 6” × 3½” 

BC-650WC-DN • $162.00 IR Varifocal Camera

HigH ReSOLUTiOn COLOR CMOS CAMeRA WiTH AUDiO - Very small audio/video camera. High 
Resolution  CMOS camera. CMOS technology that virtually matches CCD quality at half the size. Plastic ABS 
enclosure.

Specifications: Image Sensor = ⅓” CMOS, Resolution 400 Lines, Min. Illumination = 1 Lux (Color), Lens: 6  mm 
(Color), Current Consumption = 26 mA Max, Power Supply= 9 Volt. Dimensions= ¾’’ × ¾’’

BD-127WC • $44.00 Wired Color Camera with Plug & Play
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Dome Cameras
Dome cameras are similar to board cameras built-into a dome housing. These domes are equipped with high-power infrared LeDs for 
use indoors, outdoors and in low-light conditions. Sleek and unassuming, perfect for many locations.

DC-1214WC-DN • $74.00 Wired Day/Night Color Dome Camera

DC-540WC-DN • $115.00 Dome Camera - 540 TV Lines  

DAY/nigHT inFRAReD DOMe CAMeRA  - This unique day/night dome incorporates a ⅓” SONY CCD chip, 
which automatically switches from color to black & white in low-light conditions. It comes with high-power LED’s to 
enhance low light viewing and allows you to see up to 20 feet in total darkness. Dome is 4” in diameter.

Specifications: Image Sensor = ⅓” CCD, Resolution = 400 TV Lines, Min. Illum. = 0.4 Lux, Lens: Pin Hole Lens 
F3.7/F 2.0, Power: 12V DC ± 10%, Consumption = 110 mA Max 
 
includes: 12 Volt DC Power Adapter

VAnDAL-ReSiSTAnT iR DAY/nigHT HigH ReSOLUTiOn COLOR DOMe CAMeRA - Protection 
in almost any environment! This Vandal-Resistant IR Day/Night Color Dome Camera is protected against nearly any kind 
of weather or attack by a tough, all-metal enclosure. It features a Sharp 1/3” CCD chip and 600TVL of resolution for 
superior picture quality under almost any lighting conditions, with 36 IR LEDs for 90’ feet of illumination. The camera 
is fully adjustable; it manually rotates 360° and has a manual tilt of approximately 10° to 120°.

This dome camera has the highest IP (Ingress Protection) rating. A rating given to electronics as it relates to the amount 
of sealing they have against the entry of solid and liquid objects. It’s IP66 rating means “dust tight; complete protection 
against contact” and “protection against heavy seas or powerful jets of water”.

Features: Vandalproof IR Dome Camera, SHARP 600 TVL (Sharp 2365+Sharp 36B15), 36 pcs 5mm IR-LED, IR  Range 
30M, Built-in 4--9mm Manual Zoom Lens

Specifications: Image Device: 1/3 SHARP, Resolution: 600 TVL (Sharp 2365+Sharp 36B15), Picture Elements: PAL: 752(H)×582(V); NTSC: 768(H)×494(V), 
Min. Illumination:  0.2 Lux /F2.0, TV System: PAL/NTSC, Lens Furnished:4-9mm Manual Zoom Lens, Infrared Luminary: 36 pieces 5 mm IR-LED, 
Illuminate Distance: 30 M, Wavelength: 850 nm, Waterproofing Criterion: IP 66, S/N Ratio: More than 48dB, Electronic Shutter: NTSC: 1/60~1/100,000, 
PAL:1/50~1/110,000, Gamma: 0.45, White Balance: Auto, Gain Control: Auto, Sync System: Internal, Video Output: 1 Vp-p / 75 Ohms, Power Supply: 
DC12V±10%, Operation Temperature: -10ºC ~ +50ºC RH95% Max, Dimension:119 x 100 mm, Weight: 900g

DVR-USB • $68.00 USB Digital Video Recorder

The USB DigiTAL ViDeO ReCORDeR  is surveillance computer hardware that 
turns your home or office computer into a powerful, global-wide video surveillance 
system in 5 minutes or less. Connect this compact device to any desktop or laptop via 
USB port. Then you can record live video from the camera connected to the PC’s hard 
drive. 

Features: MPEG4 compression, records to HDD, USB DISK, ZIP Drive and CD/RW. 
Remote surveillance and PTZ control, user friendly interface, 5 levels of recording 
quality, compatible with; Intel P4 Celeron processor minimum 1700 MHz Motherboard 
Intel 845/865/915 series, HDD 80 GB minimum, RAM 256 MB minimum, Video Card 
GeForce2, GeForce4, FX5200, ATI Rage128 OS Windows 2000(SP4 above)/2003(SP1 
above)/XP(SP2 above)/VISTA and Direct X 9.0 USB 2.0

Specifications: Input type: RCA, Video input: 4 CH, Audio input: 2 CH, Video output: 
1 CH VGA, Display rate: 30 fps, Recording rate: 30 fps, Compression format: MPEG4, 
Video resolution: 640 × 480, 320 × 240, Record modes: motion, schedule, manual

Video Recording
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FReQUenCY DeTeCTOR WiTH STRengTH MeTeR 
This detector has the latest technology in hand-held radio frequency 
detection. Built-in signal strength meter lets you know when your  
LCD screen displays actual frequency that is being detected. Full 
detection range from 1 MHz to 3 GHz. If you already know the 
location of the bug, this device is for you. It will tell you what 
frequency the bug is running on.

Specifications: Frequency Range = 1 MHz to 3 GHz, Battery = 5 × 
AA 600 M/AH NiCd, Battery Life = 6 Hours in use/500 stand-by, 

Ant. Impedance = 50 Ohms Frequency, Display=10 
Digit Liquid Crystal, Silent Alert Mode = Yes, Beeper 
= Yes, Low Battery Indicator = Yes, Barograph = Ultra 
Sensitive 5 Sections, Telescopic High/Low Frequency 
Antenna, Dimensions = 3.3” × 2.7” × 1.2”

includes: Detector, Charger, Telescopic High/Low 
Frequency Antenna

if you think that someone is listening to your conversations or is watching you with a hidden camera, a bug detector will help you find 
the hidden microphone or camera. Our bug detector acts as a sweeper. You can turn it on, walk through a room and find any hidden 
devices. if any frequencies are detected the bug detector will notify you. The frequency detector must be within one foot of a wireless 
device before it can determine the frequency. Both detectors have a strength meter which measures how close you are to the bug. 
When searching your home or office for bugs be sure to search everywhere. Bugs come in many shapes and sizes some being smaller 
than a penny.

Bug Detectors - Phone Recorders & GPS

BUg DeTeCTOR WiTH STRengTH MeTeR  - High quality hand held bug detector great for detecting wireless audio/
video products. Built-in signal strength meter and sensitivity control. Full detection range from 1 MHz to 3 GHz. 

Specifications: Frequency Range = 1 MHz to 3 GHz, Battery = 5 × AA 600 M/AH NiCd, Battery Life = 6 Hours in use/500 stand-by, 
Ant. Impedance = 50 Ohms, Real Frequency Display= 30 Hr., Time Lapse Frequency Display= 960 Hour., Silent Alert Mode = No, 
Beeper = Yes, Low Battery Indicator = No, Barograph= Ultra Sensitive 5 Sections, Dimensions = 3.9” × 2.75” × 1.2”

includes: Bug detector, Antenna, and Charger
AVD-101 • $218.00 Bug Detector with Strength Meter

AVD-272 • $71.00 Multifunctional Camera DetectorAVD-110 • $184.00 Frequency Detector with Strength Meter

LenS FinDeR BUg DeTeCTOR  - The Wired or Wireless 
Camera Multifunctional Detector combines the latest laser frequency 
visual detection methods, as well as detecting the wide band radio 
frequency (RF) of wireless video and/or audio transmitters (bugs), in 
an easy to use hidden bug detector.

To operate the visual detection feature simply look through the 
specially focused viewing port, and any camera lenses within a 10 foot 

range will appear to flash red, giving away their location. 
For wireless detection, just slide the control switch to the RF 
mode and wave it around the room and objects like you were 
dusting them off. For different environments, modulate the 
sensitivity tuner for distance adjustment

Specifications: Requires 2 AAA Batteries, Comes with lens 
cleaning cloth, Dual strength indication, Sound and Vibrate/
LED, Switchable Sound/Silent detection, RF Frequency 
Detection 1 Mhz - 6 Ghz  Dimensions = 4” × 2” × ½”

DigiTAL VOiCe/TeLePHOne ReCORDeR WiTH MP3 PLAYeR FUnCTiOn  - There are many reasons why 
conversations may need to be recorded, and using the latest technology will allow users to do so with convenience and speed. 
With our audio recorder you can record phone or room conversations. Digital recordings can be played, replayed and recorded 
over without a loss in recording quality. These recorders have a voice activation feature which saves hours by only recording 
when sound is detected. This model provides both telephone and room recording. This voice recorder can record up to 864 
hours in long play mode. It’s simple and easy to use. 

Specifications: Support 4GB capacity, Voice recorder and music player format: MP3, Three recording modes (HQ, LP, SP), 
External professional microphone, Built -in high grade microphone and louder speaker, Line-in recording, Digital voice 
recorder function, Removable flash disk, Support telephone conversation recording, Support VOR function, With mp3 player 
support A-B repeat function, Can record the date and time when recording start, Memory: 4GB, LP: 864hour, SP: 192 hour, 
One file, the files can store 99 recording messages, USB cable: PC Interface USB1.1 FULL Speed, Key lock function, S/N 
(ratio) 90dB, Power: 1.5V AAA Alkaline Battery×2, Weight: About 32g (Except Battery), Dimensions: 28.2*111*13.8(mm), 
Battery life: 17hours

includes: Manual, USB Transfer Cable, Microphone, Earphones, Software CD, 3.5mm Male to Male Audio Cable, Phone 
Adapter, Phone Cable.

DPR-864 • $43.00 Digital Voice/Telephone Recorder 
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MTR • $91.00 Mini Telephone Recorder

The Mini TeLePHOne ReCORDeR  is a small, easy-to-
use audio recording device that lets you record phone calls. Plug the 
Mini Telephone Recorder directly into your phone jack to record any 
phone conversation. It has a built-in speaker with adjustable volume for 
playback. The device easily fits next to your home or office phone letting 
you discreetly record a phone call without drawing extra attention.

Features: Manual recordings (press button to start recording) or 
automatic recordings (start when a phone call begins), Records high 
quality WAV files to SD card, Manage recordings in real time record and 
playback calls directly from this device, Up to 560 hours of recording on 
a 8 GB SD Card; All calls are time/date stamped to let you quickly skim 
through recorded phone calls, automatically overwrites earliest recorded 
phone calls to make space for new recordings.

PLEASE NOTE: The Mini Telephone Recorder Pro can not be connected 
between a digital phone and a wall-jack. It must be connected between a 

digital phone and the handset of your phone to convert a digital signal to analog. The handset option can be used to record a phone call on a digital phone 
line. You can not use this device to covertly record a phone call on a digital phone- the handset must be connected to the phone and will be clearly visible.

Specifications: Recording Format= SD Card, Power Supply= Battery and AC Adapter, No Computer Required, Connects directly to analog line or to digital/
IP telephone handset cords, Automatic start, stop and record with Rapid search and playback controls, LCD displays for all call information, time and date 
stored, Dimensions= 2.5” × 4”

includes: Mini Telephone Recorder, 8 GB SD Card, Replaceable 2 LR44 Button-Cell Batteries, AC Power Adapter, Telephone Cord, and User Manual

GPS-MINI • $218.00 Mini GPS Tracker

The Mini gPS TRACkeR The Mini GPS Tracker works based on an existing 
GSM /GPRS network and GPS satellites, this tracker is a small and powerful 
tracking device that is developed for personal positioning, pet monitoring, 
vehicle, security etc. Not only transmitting the longitude and latitude coordinate 
to your cell phone by text message (SMS), but also transmitting the longitude and 
latitude coordinate to your PC and display the location using specific mapping 
software. The Mini GPS Tracker is a tracking device with built-in GPS and GSM/
GPRS technology in compact size. It can be used for anti-theft of the vehicle/
heavy equipment, protecting children, older loved ones, pets and personnel 
management etc.

All you need to do to activate is get your cell phone company to add a number 
to your service and send you a sim card for the new number. You will use this 
number and sim card to communicate with your tracker. The tracker is easy to 
set up by texting all your settings to the device. You may also use the software to 
make changes if needed. 

When you want to find out where the unit is all you have to do is call or text it 
then it will text you a link that will give you the speed the device is traveling and with show you on a map where the unit is. The Mini GPS tracker has a call 
in feature that allows you to call the unit and listen to anything within 8 feet of the device.  

Features: Real-time locating and tracking: locate and track by SMS or in the tracking software, Geo-fence function: It will alarm if it breaches the restricted 
area, SOS function: It sends a help message if SOS button is pressed, Speeding alarm: It will alarm if it is speeding, Low-battery alarm: It will alarm if the 
battery is low.

Specification: Dimension: 2 ¾ x 1 ¾ x ¾, Weight/: 40g, Network: GSM/GPRS, Band: 900 / 1800 MHz or 850/900/1800/1900Mhz, GPS chip: SIRF3 chip, 
GPS sensitivity:-159dBm, GPS accuracy: 5-20m, Cold start: 42 sec., Warm starts: 35 sec., Hot start: 1 sec., Battery: Chargeable 3.7V 800mAh battery, 
Accessories: Charger 1pcs Cable 1pcs Instructions 1pcs
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Not intended for covert audio recording.  Check local laws.

AMPLiFieD MiCROPHOne  - This amplified microphone is used to boost sound within a 20-30 foot range. 
Can be used with any recording device or system with audio recording capabilities.

Specifications: Sensitivity ~48 dB, Omni directional,  Frequency 20 - 20K Hz, S/N Ratio more than 58 dB, 
Impedance 600 ohms 20% (at 1K Hz), DC 12 Volt, Current = 20 mA, Output = RCA

MIC-AMP • $26.00 Amplified Microphone 

AUDiO PiCk-UP MiCROPHOne - This microphone is used to pick-up sound in a room. Use with our wired 
cameras and wired surveillance systems. 

Specifications:  Omni directional, High Gain~40 dB, Can draw power directly from camera or plug into wall outlet 
12V

MIC-PICKUP • $23.00 Amplified Microphone w/ Pick Up Box

MULTi POWeR SUPPLY Connect multiple cameras into one power box. 12 
Volt Power Supply  

MPS-12DC-4UL • $108.00 4 Camera Power Supply
MPS-12DC-9UL • $119.00 9 Camera  Power Supply
MPS-12DC-16UL • $185.00 16 Camera  Power Supply

Camera & Survei l lance Accessories

8 gB SD MeMORY CARD 
used to store high-quality digital still 
shots and video camera recordings. 
Can be used in any of our hidden 
cameras with built-in DVR.

MeMORY CARD ReADeR 
Lets you conveniently transfer still 
shots and video recordings from 
memory cards to computers and 
other devices.

SD-CARD • $19.00
8GB Memory Card

SD-READ • $6.00
SD Memory Card Reader

These POWeR & ViDeO ALL-in-One CAMeRA CABLeS come 
with extra RCA and BNC connections so they work with all 12 Volt wired 
video cameras. Eliminates the need to run separate power cable.

CA-25 • $15.00 25’ Cable 12V
CA-50 • $20.00 50’ Cable 12V

CA-100 • $27.00 100’ Cable 12V
CA-150 • $34.00 150’ Cable 12V
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CAMeRA BRACkeT  - Can be used to mount cameras to ceilings, 
walls and buildings. White. 4” to 6” Curved with Ceiling Clip.

BR-211-MW • $10.00 MW Camera Bracket 

CAMeRA HOUSing - Protect your cameras from weather 
and vandalism. 12” indoor and outdoor aluminum housing and 
8” aluminum mounting bracket.

HOU-12 • $57.00
 12” Housing

TR-2.4 • $272.00 2.4 GHz Transmitter & Receiver

2.4 gHz ReCeiVeR - 4 CHAnneL - Free with all 2.4 GHz wireless 
cameras.  Receive up to 4 channels of wireless video with transmitters and 
receiver. Built-in directional antenna and manual channel switcher. Includes: 
RCA video outputs, power supply and RCA cable.

BP-124500 • $62.00 

LiTHiUM-iOn COVeRT 
BATTeRY PACk - This covert 
battery pack is high-powered,  
ultra-compact, and comes complete 
with a charger. Provides the same 
power as much larger batteries at a 
fraction of the size and weight. You 
can power standard 12V cameras for 
up to 10 hours on a charge. Battery 
pack has an on/off switch to control 
power consumption. Input: 12.6VDC, 
Output: 12.6-10.8VDC 4500mAH

19” WiDeSCReen LCD ViDeO MOniTOR - Brightness (cd/
m2):300 Video Input: VGA

LCD-19 • $255.00 19” Widescreen LCD Monitor

AC-2420 • $15.00 
24 Volt, 20 VA
Screw Terminal

AC-12500 • $10.00
12 Volt Power Supply, 500 mAh
AC-121A • $17.00
12 Volt Power Supply, 1000 mAh

AC-9500 • $9.00
9 Volt Power Supply

CABLe COnneCTORS used to connect cable to cable or used as adaptors.

BNC-001-DF 
BNC Female to 
BNC Female

BNC-001-RB 
RCA Female to  
BNC Male

BNC-001-MR 
BNC Female to 
RCA Male

$2.00
EACH
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Portable Video Recording

PSS-8CH • $2,662.00  Wired or Wireless Multi-Channel Portable System

8 CHAnneL PORTABLe DigiTAL ReCORDing SYSTeM
Perfect for Private Investigators, Building Contractors, Security Companies. This multi-channel portable DVR is a standalone system. You can remotely 
configure this system through the Internet using the included software. Easily go from wireless to wired by just plugging in a cable. Can use up to 8 cameras 
including a combination of wired and wireless.  Works with any of our security cameras.  

Cameras not included.

Features: Industrial durability shock resistance & stability, new H.264 compression allows longer record time in same amount of space, multi-lingual, 
simultaneously record, playback and operate network, all DVR functions controllable through remote access, easy to retrieve video, time and alarm 
information, easy to restore and power on in case of power failure, up to 8 wired cameras or 6 wired and 2 wireless cameras, built-in 15” LCD Monitor, 1 
year warranty (except battery). Mouse Included.

Specifications: Video input = 8 Channel composite, LAN Connector = RJ45, Resolution Record = 240 fps (30 fps per channel), 500 GB, Continuous Power, 
110/240V AC and 2 hour backup battery, Camera Input: 8 - Inputs 2 wireless / 6 wired or 8 wired, Video System NTSC, Video Compression = H.264, 
Dimensions= 16” × 13” × 7”.

Back View

Front View


